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(57) ABSTRACT

A micro-projection system applied to a portable electronic
device, comprising an optical engine, a control module, and a
flat cable. The optical engine projects an image. The control
module provides at least one control signal to control the
optical engine. The flat cable is detachably connected to the
optical engine and the control module respectively. Wherein,
the optical engine and the control module are configured in
the portable electronic device separately, and the flat cable has
a corresponding configuration state for connecting the optical
engine to the control module.
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1
MICRO-PROJECTION SYSTEM

CROSS-REFERENCE TO RELATED
APPLICATION

This application claims the priority benefit of China appli-
cation serial no. 201310664049.2, filed on Dec. 9, 2013. The
entirety of the above-mentioned patent application is hereby
incorporated by reference herein and made a part of this
specification.

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention generally relates to a micro-projec-
tion system, and in particular, to a micro-projection system
which can be applied to portable devices.

2. Description of Related Art

The micro-projection technology is applied to a portable
device with advantages of light weight and small volume,
such as a projection technology applied to mobile phones,
digital cameras, notebooks, etc. According to the display
technology, the micro-projection technology is mainly
divided into a liquid crystal display (LCD) technology, a
digital light processing (DLP) display technology, a liquid
crystal on silicon (LCOS) display technology, and a micro
electronic mechanical systems (MEMS) scanning display
technology, etc.

Due to the internal space of a portable device is limited, the
key point of designing the portable device is lay in how to
properly assemble the micro-projection system and the inter-
nal circuit thereof so as to configure those in the internal
space. And, since the micro-projection system is not the
major circuit for the portable device, the design of the micro-
projection system is usually requested to change for meeting
the remaining space of the portable device. However, the
different portable device may use different design of the
micro-projection system as the remaining space changes,
such that the design cost of the portable device may be
enhanced.

SUMMARY

The present invention provides a micro-projection system
which increases the commonality thereof.

The present invention provides a micro-projection system
applied to a portable electronic device, and the micro-projec-
tion system includes an optical engine, a control module, and
a flat cable. The optical engine projects an image. The control
module provides at least one control signal to control the
operation of the optical engine. The flat cable is detachably
connected to the optical engine and the control module
respectively. Wherein, the optical engine and the control
module are configured in the portable electronic device sepa-
rately, and the flat cable has a corresponding configuration
state for connecting the optical engine to the control module.

In an embodiment of the present invention, the optical
engine includes a light source module, an optical projection
module, and at least one first connection port. The light source
module is configured to generate an image light beam. The
optical projection module is configured to project the image
light beam on a projection surface to form the image. The at
least one first connection port is electrically connected to the
light source module and the optical projection module and is
configured to transmit a driving control signal of the at least
one control signal to the light source module and transmit a
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2

projection control signal of the at least one control signal to
the optical projection module.

In an embodiment of the present invention, the control
module comprises a projection control circuit and at least one
second connection port. The projection control circuit is con-
figured to provide the at least one control signal. The at least
one second port is electrically connected to the projection
control circuit and the flat cable and is configured to transmit
the at least one control signal to the flat cable.

In an embodiment of the present invention, the flat cable
has at least one first plug and at least one second plug. The at
least one first plug is configured to electrically connect the at
least one first connection port, and the at least one second plug
is configured to electrically connect the at least one second
connection port.

In an embodiment of the present invention, the at least one
first connection port and the at least one second connection
port have the same port style, and the at least first plug and the
at least one second plug have the same plug style.

In an embodiment of the present invention, the flat cable
has a first configuration state when a relative position between
the optical engine and the control module is a first configu-
ration relative position, and the flat cable has a second con-
figuration state when the relative position between the optical
engine and the control module have a second configuration
relative position.

In an embodiment of the present invention, when the first
configuration relative position is different from the second
configuration relative position, the first configuration state is
different from the second configuration state.

Based on the above, according to the micro-projection
system of the embodiment of the present invention, the opti-
cal engine and the control module may be configured in the
portable electronic device randomly, and the micro-projec-
tion system may be adapted to different configuration spaces
without changing the design of the optical engine and the
control module thereof through the property of the flat cable
detachably connecting to the optical engine and the control
module respectively and changing the configuration design of
the flat cable for connecting the optical engine to the control
module. Therefore, the commonality of the micro-projection
system is enhanced, and the cost of changing design of the
micro-projection system is reduced.

In order to make the aforementioned and other features and
advantages of the present invention more comprehensible,
several embodiments accompanied with figures are described
in detail below.

BRIEF DESCRIPTION OF THE DRAWINGS

The accompanying drawings are included to provide a
further understanding of the invention, and are incorporated
in and constitute a part of this specification. The drawings
illustrate embodiments of the invention and, together with the
description, serve to explain the principles of the invention.

FIG. 1 is a system diagram illustrating a micro-projection
system according to an embodiment of the present invention.

FIGS. 2A and 2B are configuration diagrams illustrating a
micro-projection system applied in a portable electronic
device according to an embodiment of the present invention.

DESCRIPTION OF THE EMBODIMENTS

FIG. 1 is a system diagram illustrating a micro-projection
system according to an embodiment of the present invention.
Referring to FIG. 1, in the present embodiment, a micro-
projection system 100 may be configured in a portable elec-
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tronic device, and the micro-projection system 100 includes
an optical engine 110, a control module 120, and a flat cable
130. The optical engine 110 is electrically connected to the
control module 120 through the flat cable 130, and the flat
cable 130 is detachably connected to the optical engine 110
and the control module 120 respectively. The control module
120 is configured to provide and transmit a plurality of control
signals SPC to the optical engine 110 through the flat cable
130 to control the operation of the optical engine 110.

The optical engine 110 includes a light source module 150,
an optical projection module 113, and a first connection port
111. The light source module 150 is configured to generate an
image light beam to the optical projection module 113, and
then the optical projection module 113 projects the image
light beam on a projection surface 10 through internal optical
elements thereof. The control module 120 includes a projec-
tion control circuit 123 and a second connection port 121.
Wherein, the projection control circuit 123 is configured to
provide the control signals SPC, and the control signals SPC
includes a driving control signal of the light module 150 for
controlling and driving the light source module 150 to gen-
erating an image light beam L. and a projection control signal
of' the optical projection module 113 for controlling the opti-
cal projection module 113 to projecting the image light beam
L on the corresponding position.

In the embodiment of the present invention, the optical
engine 110 does not have control function and cannot operate
independently, and the optical engine 110 is controlled by the
control module 120. In other words, the optical engine 110 is
non-workable alone. In the embodiment of the present inven-
tion, the optical engine 110 and the control module 120 may
be configured in the portable electronic device randomly, and
the optical engine 110 and the control module 120 are elec-
trically connected to each other through the design of the
connection ports and the flat cables. The following will fur-
ther illustrate the design of the connection ports and the flat
cables.

In the present embodiment, the optical engine 110 has a
first connection port 111, and the control module 120 has a
second connection port 121. The flat cable 130 has a first plug
131 and a second plug 133, wherein the first plug 131 is
configured to electrically connect the first connection port
111 and the second plug 133 is configured to electrically
connect the second connection port 121. Based on the above,
the optical engine 110 is electrically connected to the control
module 120 through the first connection port 111, the flat
cable 130, and the second connection port 121 to receive the
control signals SPC provided by the control module 120, and
the optical engine 110 drives the light source module 150 and
controls the optical projection module 113 according to the
control signals SPC to project an image img on the projection
surface 10.

In the present embodiment, the first connection port 111
and the connection second port 121 have the same port style,
and the first plug 131 and the second plug 133 have the same
plug style. In an embodiment, the first connection port 111
and the second connection port 121 may be flat cable sockets,
and the first plug 131 and the second plug 133 are pins plugs
to plug in the flat cable sockets. In another embodiment, the
first connection port 111 and the second connection port 121
may be any style of female connectors, and the first plug 131
and the second plug 133 may be a corresponding style of sub
connectors. According to the design described above, the flat
cable 130 is detachably connected between the optical engine
110 and the control module 120. Hence, the configuration of
the flat cable 130 may have the different variations for adapt-
ing to the different configuration spaces. Therefore, the com-
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monality of the micro-projection system 100 may be
enhanced, and the cost of changing design of the micro-
projection system 100 is reduced.

Besides, in the present embodiment, the numbers of first
port 111 and second port 121 are one respectively, taken as an
example. But, in other embodiments, the number of the first
port 111 and the second port 120 may be more than one
respectively. And, the number of the first plug 131 and the
second plug 133 may be changed according to the number of
the first port 111 and the second port 121 respectively, but the
present invention is not limited thereto.

According to the design of the connection ports and the flat
cables, the optical engine 110 and the control module 120
may be configured in the portable electronic device randomly.
Furthermore, in the first portable electronic device, a relative
position between the optical engine 110 and the control mod-
ule 120 has a first configuration relative position, and the flat
cable 130 has a first configuration state; a relative position
between the optical engine 110 and the control module 120
has a second configuration relative position, and the flat cable
130 has a second configuration state in the second portable
electronic device. Wherein, the first configuration state is
different from the second configuration state, and/or the first
configuration relative position is different from the second
configuration relative position.

FIGS. 2A and 2B are configuration diagrams illustrating a
micro-projection system applied in a portable electronic
device according to an embodiment of the present invention.
Referring to FIG. 2A, the original internal component 141 of
the first portable electronic device 140 is mainly configured
onthe right side of the first portable electronic device 140, and
the space of the left side of the first portable electronic device
140 may be configured to dispose the micro-projection sys-
tem 100. The relative position between the optical engine 110
and the control module 120 of the micro-projection system
100 is a first configuration relative position. And, the optical
engine 110 is located in the top left side of the first portable
electronic device 140 and the control module 120 is located in
the bottom left side of the first portable electronic device 140,
the configuration relative position of the optical engine 110
and the control module 120 as shown in FIG. 2A. The flat
cable 130 has a first configuration state, and the flat cable 130
is a straight bar configuration and both ends thereof are con-
nected to the optical engine 110 and the control module 120
respectively, as shown in FIG. 2A. Then, referring to FIG. 2B,
the original internal components 141' of the second portable
electronic device 140' is mainly configured in top right side
and bottom left side of the second portable electronic device
140", and the remaining spaces of top left side and bottom
right side of the second portable electronic device 140' is
configured to dispose the micro-projection system 100. The
relative position between the optical engine 110 and the con-
trol module 120 of the micro-projection system 100 is a
second configuration relative position, and the optical engine
110 is located in top left side of the second portable electronic
device 140' and the control module 120 is located in bottom
right side of the second portable electronic device 140", the
configuration relative position of the optical engine 110 and
the control module 120 as shown in FIG. 2B. The flat cable
130" has a second configuration state, and the flat cable 130" is
a S type configuration and both ends thereof are connected to
the optical engine 110 and the control module 120 respec-
tively, as shown in FIG. 2B.

In the embodiment of the present invention, the micro-
projection system 100 is divided into two independent units,
i.e. the optical engine 110 and the control module 120, which
may be respectively configured in different positions corre-
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sponding to the remaining configuration spaces of the por-
table electronic device, and the optical engine 110 is electri-
cally connected to the control module 120 through the flat
cable 130 with the corresponding configuration design, so
that the control module 120 provides control signals SPC to
the optical engine 110 to control the operation of the optical
engine 110. As a result, the micro-projection system 100 is
only needed to change the configuration design of the flat
cable 130 without changing the design of the optical engine
110 and the control module 120 thereof for the different
remaining configuration spaces of the portable electronic
devices. And, the micro-projection system 100 may have
multiple configurations through the property of the flat cable
130 which is detachably connected with the optical engine
110 and the control module 120 respectively.

To sum up, according to the micro-projection system of the
embodiment of the present invention, the optical engine and
the control module may be configured in the portable elec-
tronic device randomly, and the micro-projection system may
be adapted to different configuration spaces without changing
the design of the optical engine and the control module
thereof through the property of the flat cable detachably con-
necting to the optical engine and the control module respec-
tively and changing the configuration design of the flat cable
for connecting the optical engine to the control module.
Therefore, the commonality of the micro-projection system
may be enhanced, and the cost of changing design of the
micro-projection system is reduced.

It will be apparent to those skilled in the art that various
modifications and variations can be made to the structure of
the present invention without departing from the scope or
spirit of the invention. In view of the foregoing, it is intended
that the present invention cover modifications and variations
of this invention provided they fall within the scope of the
following claims and their equivalents.

What is claimed is:
1. A micro-projection system applied to a portable elec-
tronic device, comprising:

an optical engine projecting an image, wherein the optical
engine comprises a light source module configured to
generate an image light beam, an optical projection
module configured to project the image light beam on a
projection surface to form the image, and at least one
first connection port electrically connected to the light
source module and the optical projection module;

a control module providing at least one control signal to
control the optical engine; and

a flat cable detachably connected to the optical engine and
the control module respectively;

wherein the optical engine and the control module are
configured in the portable electronic device separately,
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and the flat cable has a corresponding configuration state
for connecting the optical engine to the control module,

wherein the at least one first connection port is configured
to transmit a driving control signal of the at least one
control signal to the light source module and transmit a
projection control signal of the at least one control signal
to the optical projection module.

2. The micro-projection system according to claim 1,
wherein the control module comprises:

a projection control circuit configured to provide at least

one control signal; and

at least one second connection port electrically connected

to the projection control circuit and the flat cable, and
configured to transmit the at least one control signal to
the flat cable.

3. The micro-projection system according to claim 2,
wherein the flat cable has at least one first plug and at least one
second plug, the at least one first plug is electrically con-
nected to the at least one first connection port and the at least
one second plug is electrically connected to the at least one
second connection port.

4. The micro-projection system according to claim 3,
wherein the at least one first connection port and the at least
one second connection port have the same port style, and the
at least first plug and the at least one second plug have the
same plug style.

5. A micro-projection system applied to a portable elec-
tronic device, comprising:

an optical engine projecting an image;

a control module providing at least one control signal to

control the optical engine; and

a flat cable detachably connected to the optical engine and

the control module respectively;

wherein the optical engine and the control module are

configured in the portable electronic device separately,
and the flat cable has a corresponding configuration state
for connecting the optical engine to the control module,

wherein the flat cable has a first configuration state when a

relative position between the optical engine and the con-
trol module is a first configuration relative position in the
portable electronic device, and the flat cable has a sec-
ond configuration state when the relative position
between the optical engine and the control module have
a second configuration relative position in the portable
electronic device.

6. The micro-projection system according to claim 5,
wherein when the first configuration relative position is dif-
ferent from the second configuration relative position, the
first configuration state is different from the second configu-
ration state.



